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GALVANIZED STEEL SQUARE TUBE ANCHOR
2§ x 2§ x 30”

2. 4" DIAMETER PVC SLEEVE FILLED WITH UTBC
3. 4" THICK CONCRETE SIDEWALK / PARKSTRIP
4. 4" THICK UNTREATED BASE COURSE

5

NATIVE MATERIAL / GRANULAR BORROW

FINISHED GRADE

GENERAL NOTES

1. ALL SI1GNS SHALL CONFORM TO LATEST EDITION OF M.U.T.C.D. STANDARDS.
2. ALL SIGNS SHALL BE INSTALLED ON TELESPAR TYPE PERFORATED POSTS
WITH ANCHORS AT PROPER HEIGHTS AS PER CURRENT MALT.C.D. STANDARDS.
3. ALL SIGNS SHALL BE MOUNTED WITH SANDY CITY APPROVED VANDAL TYPE
RIVETS/ BOLTS WITH ACCOMPANYING WASHERS.
4. TELESPAR TYPE POSTS SHALL MEET OR EXCEED THE FOLLOWING:
o  POBTS-2°X 2", 14 GAUGE, ASTM SPECIFICATION NO. A48, GRADE A, DRILLED
ON 1° CENTERS.
ANCHORS -2} X 2 X 30, 12 GAUGE, ASTM SPECIFICATION NO. A448, DRILLED
ON 1" CENTERS.

ALL POSTS AND ANCHORS SHALL BE GALVANIZED TO ASTM SPECIFICATION

[A525 COATING DESIGNATION G80.

5. ALL SIGNS SHALL BE HIGH INTENSITY PRISMATIC (HIP) SHEETING, WITHA
SEVEN YEAR GUARANTEE OR APPROVED EQUAL.
6. SIGNS SHALL HAVE A SEVEN FOOT CLEARANCE FROM THE BOTTOM
OF SIGN TO GROUND OF INSTALLATION , OR AS APPROVED BY THE MU.T.CD.
7. ALL SIGNS PLACED, WITH THE EXCEPTION OF "STOP" AND "YIELD" SIGNS, SHALL
BE AT OR NEAR PROPERTY LINES. THEY ARE NOT TO INTRUDE ON DRIVEWAYS
OR ANY TYPE OF ENTRANCE.

8. SIGNS SHALL BE PLACED BEHIND CURB AT LEAST TO MINIMUM SPECIFICATIONS
ACCORDING TO MLT.CD. STANDARDS.

9. SIGNS SHALL BE PLACED A MINIMUM OF 5 FEET FROM FIRE HYDRANT.

10. ANCHORS SHALL BE PLACED A MINIMUM OF 4", MAXIMUM OF 8" HEIGHT FROM

THE FAINISHED GRADE. POSTS SHALL BE BOLTED OR RIVETED TO THE ANCHOR.
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